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V661D-312N-1 Indoor/Outdoor 
Analog Camera Dome

Vicon Industries Inc. does not warrant that the functions contained in this equipment will meet your requirements or that the 
operation will be entirely error free or perform precisely as described in the documentation. This system has not been designed 
to be used in life-critical situations and must not be used for this purpose.
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FCC COMPLIANCE STATEMENT

CE COMPLIANCE STATEMENT

CAUTION: Changes or modifications not expressly approved by the party responsible for 
compliance could void the user’s authority to operate the equipment.

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two 
conditions: (1) this device may not cause harmful interference, and (2) this device must accept 
any interference received, including interference that may cause undesired operation.

WARNING: This is a Class A product. In a domestic environment this product may cause radio 
interference in which case the user may be required to take adequate measures.

FCC INFORMATION: This equipment has been tested and found to comply with the limits for 
a Class A digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to 
provide reasonable protection against harmful interference when the equipment is operated in 
a commercial environment. This equipment generates, uses, and can radiate radio frequency 
energy and, if not installed and used in accordance with the instruction manual, may cause 
harmful interference to radio communications. Operation of this equipment in a residential area 
is likely to cause harmful interference in which case the user will be required to correct the 
interference at his own expense.
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IMPORTANT SAFETY INSTRUCTIONS

EXPLANATION OF GRAPHICAL SYMBOLS
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INTRODUCTION
The V661D-1 series of cameras provides high-quality images using CCD technology especially 
designed for closed-circuit television (CCTV) and security surveillance applications.

Features:
High resolution and high performance
1/3” CCD Technology
Excellent picture quality

700 lines (color) of resolution
0.1 lux (color), 0.04 lux (B/W) @ F1.2 
50 IRE sensitivity
Auto electronic shutter [1/60 (1/50) ~ 
1/100,000] and manual electronic shutter 
modes
OSD (On Screen Display)
Auto and manual white balance modes
DWDR
OSD Font Color (16 colors)
BLC (Back Light Compensation)

Day&Night (Auto / Color / BW)

Privacy Mask (8 positions, 16 colors)
AGC (Auto Gain Control)
Mirror (ON / OFF)
Video Out BNC
Motion Detection (4 point)

DPC (Dead Pixel Cancellation)

HLC (High Light Compensation)

2.8 ~ 12mm A/I Varifocal Lens F1.2
(D&N Lens option)

Operates in 12 VDC  ±10% or 24 VAC 
Use Certified / Listed Class 2 power source only
Test monitor output
Camera mounts directly to the wall or ceiling

IMPORTANT: The user of this camera is responsible for checking
and complying with local, state, and federal laws and statutes concerning
the recording and monitoring of audio signals.

CAMERA CONNECTIONS
1. Lens: 2.8 ~ 12mm
    A/I varifocal lens for wide 
    area monitoring.
    (D&N with ICR model option)
2. Power: 24 VAC input / 12 VDC input
    power source from a 12 VDC or 24 VAC
    ±10% 60/50Hz ± 1Hz use 
    Certified/Listed Class 2 power source only.

* If using 12 VDC  power adaptor, use a power supply
  capable of supplying 5 Watts.

3. Video: BNC connector used to connect to a monitor, switcher, etc.



(Flush Type
Hole:Φ116mm)

1. Loosen the three Torx screws as shown in Figure 1.
    Do not remove the screws. Lift the trim ring off the mount and set aside.

2. Drill the mounting location using the supplied drilling guide.

3. Attach the surface mount to the ceiling as shown in Figure 2.
    M5x30 fasteners are supplied; only use if they are suitable for the mounting surface.

4. 
    Turn the locking flaps outward as shown in Figure 3 and 4 to attach the bottom case to 
    the surface mount.

Insert the bottom case into the surface mount as shown in Figure 2.
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5. Install the trim ring onto the surface mount and tighten the Torx screws.

- Surface Mount

Suface mount

A



- Surface Mount
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Locking flap's 
Screws(x3)

4

Locking flap(x3)



- In Ceiling

1. Loosen the three Torx screws as shown in Figure 1.
    Do not remove the screws. Lift the trim ring off the mount and set aside.

2. Remove the ceiling tile from the ceiling. Draw a circle with a diameter of 116mm on the tile.
    (You can use carton with a hole). Cut the circle out of the ceiling tile. (Figure 2)

3. Install the bottom case in the ceiling as shown in Figure 2.
    Turn the locking flaps outward as shown in Figure 3 and 4 to attach the bottom case to the ceiling.

4. Install the trim ring onto the surface mount and tighten the Torx screws.

Note: Set the surface mount aside. It is not needed for this installation.

Note: The ceiling tile cannot be thinner than 0.15 Inch (3.7mm)
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- In Ceiling
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Locking flap's 
Screws(x3)

Locking flap(x3)
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VIDEO OUT CHECK

Camera Operation

2.8~12 mm

Image Size 1/3" CCD

Focal Length
Ape. Ratio

Field of View

Angular DIAGONAL
2.8 mm: 119.9˚

1: 1.2 ± 5%

DC Auto iris Lens

12 mm: 28.8˚

Lens Adjustment

Adjust Focus

Adjust Anguler Feild View

Field of View: Adjust setting from
Telephoto (T) to wide (W) for Field of View.

Focus: Adjust lens focus from near (N) to infinity (∞).

2.8-12 mm ± 5%

Camera Control Joystick
There is a joystick control in the camera base 
that is used to enter the osd for camera settings. 
This is used to navigate the osd for camera setup.

After all cabling is complete, the camera and lens can be setup. The camera/lens is set 
through an OSD menu system using a joystick control.

A.Up
B.Right
C.Down
D.Left
E.Enter

Note: To access the lens, press the two finger tabs on 
the shroud to remove the shroud. Refer to Figure 2- A



THE DEFINITION OF TERMS
White Balance

Compensates for deviations in the white color caused by changes in the color
temperature of the light source so that the colors are reproduced correctly.

Auto Exposure
Automatically adjusts the images to the optimum brightness.

SHT(Electronic Shutter)
Controls the integration time (exposure) of the photodiode array and reduces, blooming
overexposure, and smear when capturing moving objects.

Flicker(FLC)
Avoids image flicker when there is a discrepancy between current and frequency.

AGC(Automatic Gain Control)
Automatically adjusts (boosts) the video signal to the required level to produce a quality
image in low light situations.

Sens-Up(Slow Shutter)
Allows the video sensor of a camera to control sensitivity as it automatically detects the
light level in dark environments to maintain a clear picture.

Back Light Compensation (BLC)
Compensates for the brightness of the subjects with a large amount of background light
that would make it practically impossible to see any details of the subjects. Adjusts the
iris so that a distinctive subject and the background are delivered at the same time.

Wide Dynamic Range (WDR)
Compensates for the brightness of the subjects with a large amount of background light
that would make it practically impossible to see any details of the subjects. Adjusts the
iris so that a distinctive subject and the background are delivered at the same time.

EHLC (Excessive High Light Compensation)
Brings excessively high-brightness subjects into focus.

Mask
Hides one or more areas that the user does not want to be displayed on screen. Masks
can be set with their own display area, color, darkness and mosaic processing.

Detection
Detects motion within the scene using one of the available methods. Some methods
trigger the Alarm output.

Sharpness

Caution should be taken not to reduce it too much, which may result in a blurred image.

Reducing this parameter adjusts the noise level to smooth out the "noise" caused by the
compression.

Resolution
Controls the display fine details. The higher the resolution, the higher level of details can
be seen.

2D_ / 3D_NR (Digital Noise Reduction)
Adjusts the illuminance noise level in low light situations by reducing image noise in
order to improve the image. - 2D-NR is space-based and 3D-NR is time-based.
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Frame Control
Specifies how many frames are generated/transmitted in a unit of time.
The more frames there are, the smoother the image will be, The television
system(NTSC/PAL) has adopted 30/25 frames per second(fps) to be regarded as
completely smooth image. However, when recording video data, video surveillance
systems often use lower fram rates to reduce the size of the recording data.

Nega
Reverses the color signals for the Chroma signal so the image looks like a “negative.”

d-PTZ(Digital Pan/Tilt/Zoom)
Adjusts the camera position and zooms in on a section of the overall full image. The
pixels in this area are then enlarged so the image is the same size as the original, giving
the appearance of being zoomed in. Widen the intervals between the pixels in the
original signal according to the magnification, and then filing these intervals with
interpolation signals.

Communication
Allows for the connection to external devices, such as keyboards, through the menu
interface.

Iris Control
Automatically adjusts the level of the iris according to changing light levels without
having to manually turn a ring on the lens to open or close the iris.

LLC
In the line lock mode, the AC power supply and vertical sync signal of the cameras are
synchronized.

White Pixel
Automatically detects and compensates for peak white levels to maintain the image quality.
White pixels whose frequency of occurrence varies in proportion to the temperature are
sometimes observed when the devices are used under the influence of external factors
or especially high temperatures.

Day/Night
Allows the camera to be effective even in the lowest of light conditions while still
showing clear color pictures during daylight hours. Day/Night cameras automatically change.
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STRUCTURE OF THE SETUP MENU
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This function is used to adjust the brightness of the screen.
LENS (Selection)

1. On the SETUP menu, position the arrow to point to LENS by moving the joystick UP and
    DOWN.
2. Select the type of the lens being used by moving the joystick LEFT or RIGHT.

The brightness of the screen can be adjusted in DC mode.NOTE

EXPOSURE
The EXPOSURE menu is used to set the automatic light control method for this camera.

Auto Gain Control adjusts the amount of exposure to control the 
brightness of the scene (OFF / LOW / MIDDLE / HIGH).

3) DWDR Select Digital Wide Dynamic Range (extended dynamic range) to be 
OFF / ON. If ON is selected, the Level can be changed to improve 
exposure quality in high contrast scenes with bright and dark areas.

1) SHUTTER
2) AGC

Select the shutter speed (Auto, 1/60 (50), FLK, ~ 1/100,000 sec).

Use the joystick to navigate the setup menus. Move it up or down to move the cursor to select 
the menu option, left or right to view setting options and press to select.

 MANUAL
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Use the WHITE BALANCE function to adjust the color according to the 
lighting conditions of the scene. 

1) ATW1
2) ATW2
3) AUTO -> SET

Set the color temperature 2500˚K - 10000˚K

Press the joystick button while the camera is directed at a piece of white 
paper to obtain the optimum state under current illumination. If the 
environment, including the light source, is changed, the white balance 
should be adjusted again.

Set the color temperature 2000˚K -13000˚K

Manual mode. User can set Red and Blue Gain manually.
Anti Color Rolling mode controls fluctuations in some lighting conditions.

5) MANUAL
4) ANTI. CRL

OUTDOOR        Set the color temperature to 6300˚K.
INDOOR            Set the color temperature to 3200˚K.

Compensates for a loss of detail on dark subjects due to backlighting by 
providing increased brightness on the overall scene.

1) BLC

2) HLC Improves the ability to identify subjects in brightly lit situations by filtering 
out (masking) the strength of the light (High Light Compensation).

If BLC or HLC is selected, the following settings are available. Up to two BLC areas can be 
configured for size/postion. For HLC, the Mask brightness level and size/position can be set 
as well as when it is on. BLC can also be turned OFF.

STATE
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The DAY / NIGHT menu is used to configure how the camera handles color and changes between 
day and night mode.
This camera can turn the IR (infrared) filter on or off by selecting B/W mode.
Modes: AUTO / COLOR / B/W. From AUTO, adjust the day and night transition settings.

DPC
Dead Pixel Compensation (DPC) finds dead pixels in the image, marks them digitally and 
compensates for them to get a complete image. From Start, cover the lens completely and then 
press the joystick to turn it on. 
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When motion is detected in the selected area, the detection areas are 
displayed on the screen when turned ON.

The motion menu allows the camera to be configured for detecting motion (MD) in the 
scene. Up to 4 detection areas can be configured. This can be turned ON or OFF.



A choice of several languages are provided. Select from English, Chinese, Japanese, 
Russian, German, Portuguese, and French.
Program upgrade date
Return to previous menu or SAVE&END

5) LANGUAGE

6) VERSION
7) RETURN

PRIVACY

PRIVACY

Select park line to be ON or OFF. When ON, a line is superimposed on screen for 
identification of borders and limits. The location and size of the line can be adjusted: 
LT/LB for left top/bottom; RT/RB right top/bottom; F for far; N for near; T for thickness of 
the line; V1-3 adjusts the vertical distance between the lines.

Select MASK ON / OFF
Adjust height of MASK area
Adjust width of MASK area
Adjust the location of MASK area with boundary LEFT and RIGHT

Adjust the location of MASK area with boundary TOP and BOTTOM
Select MASK color (0~15)

Select MASK area number (AREA1 ~ AREA8)
AREA STATE
HEIGHT
WIDTH
LEFT / RIGHT
TOP / BOTTOM
COLOR
RETURN

AREA SELECT

3) PRIVACY
The privacy mask function hides areas of a scene that the user does not want to display. 
Up to 8 masks can be configured.

Return to previous menu
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IMAGE ADJUST provides image adjustment features for the camera.

1) LENS SHAD

2) 2DNR

3) MIRROR

4) FONT COLOR

5) CONTRAST
6) SHARPNESS
7) DISPLAY

8) NEG. IMAGE

Adjust lens shading level (0~255) to adjust image brightness in the corners
Select 2DNR ON / OFF to adjust the luminance noise level in low light situations
Select MIRROR ON / OFF to reverse the image on the horizontal frame (left-right) 
as seen in a mirror
Select FONT COLOR level (0~15);
Select ID TITLE level (0~15) to change the color of the display font
Adjust CONTRAST level (0~255)
Adjust SHARPNESS level (0~31)
Select DISPLAY mode (CRT / LCD / USER); a variety of adjustments are provided 
to confiugre video output for best results 
Select negative image mode ON / OFF to reverse the color signals



SPECIFICATIONS
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700

DC Jack / 2Pin Wire

AC 24V / DC 12V - 200mA (2.5 Watts)

V661D-312N-1 V661N-312-1-P

˚˚ ˚ ˚

Φ143x4.48In(H) / Φ143x114mm(H) 
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0.1 in. (3.0mm thick),
impact-resistant P.C(LEXAN)
3.9in (9.9cm)diameter

1.16 lb.  (0.53kg)
1.49 lb.  (0.68kg)

121.0

143.4(5.6)

(2
.1

)

(3.8)

(4
.4

)

Unit : mm(inch)
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Shipping Instructions
Use the following procedure when returning a unit to the factory:

1. Call or write Vicon for a Return Authorization (R.A.) at one of the locations listed below. 
Record the name of the Vicon employee who issued the R.A.

Vicon Industries Inc.
135 Fell Court
Hauppauge, NY  11788
Phone: 631-952-2288; Toll-Free: 1-800-645-9116; Fax: 631-951-2288

For service or returns from countries in Europe, contact:

Vicon Industries (U.K.) Ltd
Brunel Way
Fareham, PO15 5TX
United Kingdom
Phone:  +44 (0)1489/566300; Fax: +44 (0)1489/566322

2. Attach a sheet of paper to the unit with the following information:

a. Name and address of the company returning the unit

b. Name of the Vicon employee who issued the R.A.

c. R. A. number

d. Brief description of the installation

e. Complete description of the problem and circumstances under which it occurs

f. Unit’s original date of purchase, if still under warranty

3. Pack the unit carefully. Use the original shipping carton or its equivalent for maximum 
protection.

4. Mark the R.A. number on the outside of the carton on the shipping label.
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Reference
Coaxial Cable Recommendations

Caution: Careful selection of proper cable is essential to obtain the best performance from this equipment. Vicon assumes no 
responsibility for poor performance when cables other than those recommended, or equivalent, are installed. In all cases, coaxial cable 
impedance should be 75 ohms.

Materials
Use only a pure copper center conductor. Do not use a copper-plated steel or aluminum center conductor, as they will 
result in poor quality video. Solid-core bare copper conductor is the best type, where flexing and bending will be minimal. 
If severe bending and flexing is required for installation, use a stranded center conductor. Never exceed the 
manufacturer’s minimum bend radius specification. Use cellular (foam) polyethylene dielectric except where heavy 
moisture exists. For moisture conditions, use solid polyethylene dielectric cable with a heavy exterior insulation. The 
shield must be copper braid providing 95% or better coverage.

Cable Types
The cable types listed below are the most common 75-ohm types used. They vary in size (diameter), dielectric type and 
net DC resistance. The larger cable results in a lower DC resistance and better video quality, with increased difficulty in 
handling and installation. Let the required picture quality and cable distance provide a guide in choosing the best cable 
type. For cables other than the approved Vicon types below, contact the manufacturers listed below. Note that “BC” refers 
to bare copper and “TC” refers to tinned copper.

Recommended Coaxial Cable Types
Cable 
Type

Belden 
Type No.

Alpha 
Type No.

West Penn 
Type No.

Type Center 
Conductor

Type Shield and
% Coverage

DC Resistance 
ohms/1000 ft (km)

RG-11/U 8213 9847 811,4811 14 Solid BC BC braid (95%) 2.6 (8.5)
RG-6/U 9248 9804C 806,4806 18 Solid BC Foil + 61% TC braid (100%) 7.5 (24.6)
RG-59/U 8281* ---- 815 20 Solid BC 2 TC braids (96%) 9.9 (32.5)
RG-59/U 9259 9803 816 22 Stranded BC BC braid (95%) 15.0 (49)
RG-59/U 9659 ---- ---- 22 Stranded BC BC braid (95%) 15.0 (49)
*Requires special BNC-M connector due to 0.305 nominal O.D.
Belden Inc. http://www.belden.com/ (800) 235-3361
Alpha Wire Company http://www.alphawire.com/ (800)-52 ALPHA (522-5742)
West Penn Wire http://www.westpenn-cdt.com/ (800)-245-4964    

Picture Quality vs. Cable Length
Picture Quality Maximum Cable Run** ft (m)

RG-59/U RG-6/U RG-11/U
Usable picture 1100 (350) 1500 (450) 2400 (750)
Clean picture 820 (250) 1000 (300) 1600 (500)
Best picture 400 (120) 530 (160) 820 (250)

** For longer cable runs, use a video amplifier to obtain a suitable picture.



Vicon Standard Equipment Warranty
Vicon Industries Inc. (the “Company”) warrants your equipment to be free from defects in material and 
workmanship under Normal Use from the date of original retail purchase for a period of three years, with the 
following exceptions:

1. All IQEYE Cameras:  Two years if purchased before 1/1/2011.
2. Alliance-mini (IQD3xx), Alliance-mx (IQMxxx) and 3 Series (IQ03xx): Five years if purchased

between 1/2/2011 – 12/31/2014.
3. Alliance-Pro (IQA3xx):  Five years if purchased between 3/2/2012 – 12/31/2014. Three years if the 

motorized lens (IQA3xx-A3) option.
4. Uninterruptible Power Supplies: Two years from date of original retail purchase.
5. VDR-700 Recorder Series: One year from date of original retail purchase.
6. V5616MUX: One year from date of original retail purchase.
7. Arecont Cameras: One year from date of original retail purchase.
8. FMC series fiber-optic media converters and associated accessories: Lifetime warranty.
9. For PTZ cameras, “Normal Use” excludes prolonged use of lens and pan-and-tilt motors, gear 

heads, and gears due to continuous use of “autopan” or “tour” modes of operation. Such 
continuous operation is outside the scope of this warranty.

10. Any product sold as “special” or not listed in Vicon’s commercial price list: One year from date of 
original retail purchase.

NOTE:
• If the product is to be used outdoors or in dusty, humid, or other hostile environments, it must be 

suitably protected.
• Camera products must be protected, whether in use or not, from exposure to direct sunlight or 

halogen light as the light may damage the camera image sensor.  This applies to both indoor and 
outdoor use of the cameras.

• For camera products supplied without a lens, extreme care should be used when mounting a lens 
on these products.  Damage to the product due to incorrectly mounted lenses will invalidate this 
limited hardware warranty.

• Failure to comply with any of the aforementioned requirements will invalidate this Limited Hardware 
Warranty.

Date of retail purchase is the date original end-user takes possession of the equipment, or, at the sole 
discretion of the Company, the date the equipment first becomes operational by the original end-user.

The sole remedy under this Warranty is that defective equipment be repaired or (at the Company’s option) 
replaced, at Company repair centers, provided the equipment has been authorized for return by the Company, 
and the return shipment is prepaid in accordance with policy. Repaired or replacement hardware will be 
warranted for the remainder of the original Warranty Period or ninety (90) days, whichever is longer.  When a 
product or part is exchanged the replacement hardware becomes the property of the original purchaser and 
all hardware or part thereof that is replaced shall become the property of Vicon.

The warranty does not apply (a) to faulty and improper installation, maintenance, service, repair and/or 
alteration in any way that is not contemplated in the documentation for the product or carried out with Vicon 
consent in writing, operation adjustments covered in the operating manual for the product or normal 
maintenance, (b) to cosmetic damages, (c) if the product is modified or tampered with, (d) if the product is 
damaged by acts of God, misuse, abuse, negligence, accident, normal wear and tear and deterioration, 
improper environmental conditions (including, but not limited to, electrical surges, water damage, chemical 
exposure, an/or heat/cold exposure) or lack of responsible care, € if the product has had the model or serial 
number altered, defaced or removed, (f) to consumables (such as storage media or batteries) (g) to products 
that have been purchased “as is” and Vicon the seller or the liquidator expressly disclaim their warranty 
obligation pertaining to the product, (h) to any non-Vicon hardware product or any software (irrespective of 
packaged or sold with Vicon hardware product) and Vicon products purchased from an unauthorized 
distributor/reseller, (i) to damage that occurs in shipment or (j) to damages by any other causes not related to 
defective design, workmanship and/or materials.

The warranty for the products shall run from Vicon to End User customers only (including product purchased 
through authorized partners and resellers). VIcon is not obligated under any circumstances to honor warranties 
on product(s) purchases from internet auction sites including eBay, uBid or from any other unauthorized 
resellers. Except as explicitly provided herein, Vicon disclaims all other warranties, including the implied
warranties of fitness for a particular purpose and merchantability.

Software supplied either separately or in hardware is furnished on an “As Is” basis. Vicon does not 
warrant that such software shall be error (bug) free. Software support via telephone, if provided at no 
cost, may be discontinued at any time without notice at Vicon’s sole discretion. Vicon reserves the 
right to make changes to its software in any of its products at any time and without notice.
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The Warranty and remedies provided above are exclusive and in lieu of all other express or implied 
warranties including, but not limited to, the implied warranties of merchantability or fitness for a 
particular purpose.  Certain jurisdictions do not allow the exclusion of implied warranties.  If laws
under such jurisdictions apply, then all express and implied warranties are limited to the warranty 
period identified above.  Unless provided herein, any statements or representations made by any other 
person or firm are void. Except as provided in this written warranty and to the extent permitted by law, 
neither VIcon nor any affiliated shall be liable for any loss, (including loss of data and information), 
inconvenience, or damage, including, but not limited to, direct, special, incidental or consequential 
damages, resulting from the use or inability to use the Vicon product, whether resulting from breach 
of warranty or any other legal theory. Notwithstanding the foregoing, Vicon total liability for all claims 
under this warranty shall not exceed the price paid for the product. These limitations on potential 
liabilities have been an essential condition in setting the product.

No one is authorized to assume any liability on behalf of the Company, or impose any obligations on it in 
connection with the sale of any Goods, other than that which is specified above. In no event will the Company 
be liable for indirect, special, incidental, consequential, or other damages, whether arising from interrupted 
equipment operation, loss of data, replacement of equipment or software, costs or repairs undertaken by the 
Purchaser, or other causes.

This warranty applies to all sales made by the Company or its dealers and shall be governed by the laws of 
New York State without regard to its conflict of laws principles. This Warranty shall be enforceable against the 
Company only in the courts located in the State of New York. 

The form of this Warranty is effective February 1, 2015.

THE TERMS OF THIS WARRANTY APPLY ONLY TO SALES MADE WHILE THIS WARRANTY IS IN 
EFFECT. THIS WARRANTY SHALL BE OF NO EFFECT IF AT THE TIME OF SALE A DIFFERENT 
WARRANTY IS POSTED ON THE COMPANY’S WEBSITE, WWW.VICON-SECURITY.COM. IN THAT 
EVENT, THE TERMS OF THE POSTED WARRANTY SHALL APPLY EXCLUSIVELY.

Vicon Part Number: 8006-9010-03-11 Rev 0215



PRECAUTIONS
Before installation, carefully read the manual to ensure correct operation and setup, heeding all warnings  
and instructions.

Do not block any ventilation openings. Install in accordance with the manufacturer's instructions.

Ensure manual is kept in good condition for future use.

Do not install the device near any heat sources such as radiators, heat registers, stoves, or other equipment  
(including amplifiers) that produce heat.

Only use attachments/accessories specified by the manufacturer.

Should any liquid get into the housing, immediately disconnect the device from the power supply and have it 
checked by authorized personnel before reusing.

Do not install the device in a place where it is exposed to gas or oil.

Installation and servicing by authorized personnel only, adhering to local safety regulations.

Unless you are an authorized technician, never try to dismantle the device. To avoid electric shock, never 
remove the screws or covers.

If a camera, do not expose the device to radioactivity. It will cause serious damage to the CCD. 

Use Certified/Listed Class 2 power source only.

Cleaning
Clean the device with a slightly damp soft cloth. Use a mild household detergent. Never use strong solvents  
such as thinner or benzene as they might damage the finish of the unit.
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