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Vicon Valerus VMS 20R2 

General Description 

Vicon is releasing a new version of the Valerus VMS, version 20R2 (Build 20.200.208). This version 

includes new features as well as providing updates and fixes for items reported by customers and testing 

team. 

Installing this version on currently installed Valerus VMS will not require any new licensing and will not 

change the system settings. Systems covered by a valid Valerus Upgrade Protection Plan (UPP) will 

automatically enable the new features for their license tier, while those that are not covered by UPP will 

leave the new features disabled. The specific license tiers are noted next to the features. It is highly 

recommended to update all Valerus systems to the latest version at all times. 

With this release, a new version of the Valerus-ViconNet Gateway is also provided for customers running 

it. The Gateway software needs to be installed separately and will not be updated automatically. 

New apps for both Apple (iOS) and Android devices have been released to the respective app stores. 

These require uninstalling the existing app and installing the new one (will not upgrade existing app). 

Software Versions 

The Valerus VMS is built out of several different software modules packaged in a unified installer; Vicon 

identifies a version by the package numbering, however each module has its own internal version 

number. In the Valerus software, versions are listed in the “About,” “NVR” and “Gateway” pages. The 

current versions are: 

Module Description Former version Current version 

VMS version  This is the full package version that 
will be referred to in all documentation  

19.100.173.21319 20.200.208.21923 

Application Server 
version 

This is the application server module 
internal version  

19.100.60.21373 20.200.67.21996 
 

Recording Server 
(NVR) version 

This is the NVR module internal 
version  

19.100.60.21373 20.200.67.21996 
 

Valerus-ViconNet 
Gateway version 

Module to connect Valerus to ViconNet 
system 

19.100.60.21373 20.200.67.21996 
 

Internet Gateway  +

Media Server 
version  

This is the Internet Gateway and 
Media Server modules, which can be 
installed when connecting to a public 
network 

19.100.60.21373 20.200.67.21996 
 

Keypad PLC version This is the module supporting keypad 
and PLC control of the client  

19.100.17.20777 20.200.8.21976 
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Client version This is the web client UI internal 
version 

19.100.116.21437 20.200.81.22008 
 

Player version This is the video player module 
internal version  

19.100.37.21405 20.200.45.21953 
 

 

As updates to the Valerus software are being released, an updated VMS installation package will be made 

available. When installed, the modules that have changed will show an updated internal number while 

the ones that have not will remain as before. 

Updates to the Internet Gateway and keypad installations will be available on the built-in software 

download page in Valerus. 

The Valerus-ViconNet Gateway software (if needed) will be a separate download on the Valerus software 

download page due to the total size and expected download times. 

Vicon Production 

The new version will be used by Vicon production based on the release plan stages. During a controlled 

release period (optional) it will be a production option and, following that, will become the default 

installed and shipping version. 

This version of the software is published on the Vicon website and may be downloaded and installed on 

COTS hardware according to the Vicon specifications. 

Field Installation 

New Systems 

Installing a new Valerus system either with Vicon hardware or on compatible COTS hardware should be 

done according to the published specifications and installation guide. 

Updating Existing Systems 
Installing the Valerus VMS software on existing hardware must meet the minimum requirements. In the 

case of older ViconNet VMS hardware, Vicon has a guideline listing the models and their manufacturing 

dates that can be updated along with hardware upgrade kits for the compatible units. 

Note that after an upgrade, all users will be required to log in again in order to update their security 

credentials with the new ones introduced in this version. 

  



Vicon Release Notes 

3 
Written by Guy Arazi 
 

Features and Enhancements 

Support GEO Map 

Feature licensing in the different tiers: ENT PRO CORE TRY 

Note that when upgrading from an older version, the 
license must have a valid UPP or this feature will not 
get enabled. 

Included 
Not 

Included 
Not 

Included 
Not 

Included 

 

An option was added to the previously introduced mapping module; now a geographical online map can 

be added. The GEO maps require the Valerus system to be connected to the Internet, as they utilize an 

online mapping service. The GEO map allows locating a specific area and setting it as the map home 

position. This is especially useful when mapping areas such as cities or campuses and a live map is 

needed. 

The same functionality offered for the static maps is available with these maps and allows combining the 

two types for a powerful mapping solution. 

 

Support Camera from Mobile Device 

Feature licensing in the different tiers: ENT PRO CORE TRY 

Note that when upgrading from an older version, the 
license must have a valid UPP or this feature will not 
get enabled. 

Included 
Not 

Included 
Not 

Included 
Not 

Included 

 

This version adds the ability to use mobile devices (iOS and Android) running the latest Valerus 

application as mobile cameras. This utilizes the camera on the device as a roaming camera and will 

receive the video feed in Valerusfor both recording and display. 
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A new software module called the ”Valerus Media Server” has been created (now part of the Internet 

Gateway/Media Server installation), which acts as the link between the mobile devices and Valerus, 

allowing to securely add devices and allow them to send video feeds when desired. 

An updated app for the mobile devices has also been created and is required to allow this functionality. 

Note that the old Valerus app must be uninstalled before installing this new one. These apps are available 

at the Apple and Google stores. 

 

 

 

Alarm Push to Mobile Devices 

Feature licensing in the different tiers: ENT PRO CORE TRY 

Note that when upgrading from an older version, the 
license must have a valid UPP or this feature will not 
get enabled. 

Included Included Included Included 

 

This version adds the option to send events to mobile devices using the Rule engine in Valerus. This new 

rule works in a similar way to the email rule and allows creating specific messages that will be pushed to 

the mobile devices when certain events occur. 

For this feature to work, both the Application Server and the mobile device must have Internet 

connectivity.  



Vicon Release Notes 

5 
Written by Guy Arazi 
 

 

Integration Partner Thermal Radar 

Feature licensing in the different tiers: ENT PRO CORE TRY 

Note that when upgrading from an older version, the 
license must have a valid UPP or this feature will not 
get enabled. 

Included Included 
Not 

Included 
Not 

Included 

 

This version includes a method to add partner systems to Valerus (integration framework) and currently 

supports the Thermal Radar system solution. This is a streamlined process that connects the Thermal 

Radar sensor and adds it as a resource to Valerus, so it can be used in the monitoring screen and on 

maps. 
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Updated Dashboard 

This is an enhancement and is available in all tiers without a valid UPP. 

The Dashboard has been redesigned to provide a better user experience and clearer graphical tools. In 

addition to the design, a few additional tools have been added: 

- NVR CPU and RAM statistics 

- NVR latency statistics 

- Cyber Security section offering: 

o List of current logged in users (mobile not listed at this time) 

o List of duplicate users logged in on different clients 

o Option to log out a user 
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Video Recording Problem Event 

This is an enhancement and is available in all tiers without a valid UPP. 

Added to the NVR is a way to check that video recordings are indeed available when expected. This is 

added to the simple “Communication Lost” event that would notify of a camera being offline but not if the 

camera was not streaming. The NVR will sample the recordings to ensure video exists and will generate a 

“Recording Problem” event if needed. 

The event will show on the Dashboard; additionally, it can be used in the Rule engine to trigger a rule 

such as email or push notification. 

Mask Type Selection 

This is an enhancement and is available in all tiers without a valid UPP. 
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An option has been added to the mask setup screen that allows the selection of the type of mask to be 

added. This allows the user to select if the mask will be a solid color or pixels and also the specific color 

of the mask or size of the pixels. 

The new settings can be done per mask and allow better control over the blurring and hiding of objects 

for live and playback view. 

 

Save Snapshot 

Feature licensing in the different tiers: ENT PRO CORE TRY 

Note that when upgrading from an older version, the 
license must have a valid UPP or this feature will not 
get enabled. 

Included Included Included 
Not 

Included 

 

This version adds the ability to take a snapshot from a live or a playback view and save it to the local 

client. A new button on the video tile tool bar was added and specific settings for the snapshot can now 

be set from the user settings page. 

The snapshot is saved for the displayed stream at the time. 
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Video Export Destination 

This is an enhancement and is available in all tiers without a valid UPP. 

Where before, video exports were saved on the Application Server’s C:\ drive, it is now possible to 

change that destination in order to use larger drives. The export is still done by the Application Server, so 

the mapping of the drive will be based on what the Application Server can connect to. 

 

 

Audit Log 

Feature licensing in the different tiers: ENT PRO CORE TRY 

Note that when upgrading from an older version, the 
license must have a valid UPP or this feature will not 
get enabled. 

Included Included 
Not 

Included 
Not 

Included 

 

A complete logging mechanism was added that tracks every user’s actions in the system to the database. 

This new Audit Log section is added in the Search page and allows filtering and searching for actions in 

the log by the user, the PC, date and time as well as by specific actions. This page also allows exporting 

the search results to an HTML or Excel report format. The audit log’s default start date is 1.1.2020 and 

can be changed as needed. 

 



Vicon Release Notes 

10 
Written by Guy Arazi 
 

Remote Monitor Switching 

Feature licensing in the different tiers: ENT PRO CORE TRY 

Note that when upgrading from an older version, the 
license must have a valid UPP or this feature will not 
get enabled. 

Included 
Not 

Included 
Not 

Included 
Not 

Included 

 

The ability for keypads or PLC connected to a certain client PC to control camera call up on other PCs has 

been added. This provides functionality similar to VMDC and decoders, where video wall or remote clients 

can be controlled from a single PC and connection. 

This solution is based on the Keypad/PLC driver in Valerus, which needs to be installed on the PCs and 

the monitor numbers set for the different PCs. 

A new authorization was added to support setting which user role can control which monitor and allows 

preventing certain users from accessing certain monitors if needed. 

 

Email Server Failure Event 

This is an enhancement and is available in all tiers without a valid UPP. 

This version adds monitoring that when an email is being sent (set by a rule), itwill detect if the email 

server was not available; there will be a message on the Dashboard that notifies the user’ that a certain 

email was not sent. 

This event on the Dashboard will remain until acknowledged by using the button next to it. Note that the 

client has to be logged in at the time of the event in order to receive the error and will not see historical 

errors on the dashboard. 



Vicon Release Notes 

11 
Written by Guy Arazi 
 

 

 

Updated Change Password UI 

This is an enhancement and is available in all tiers without a valid UPP. 

The user interface on the log in screen, shown when a password change is required, has been updated to 

offer a clear flow to make the change. 

 

Thick Client 

This is an enhancement and is available in all tiers without a valid UPP. 

For users who don’t want to use a browser for the Valerus client, or just want to have an executable in 

Windows startup to open Valerus full screen, a Thick Client is now available allowing to set all tabs in 

place, define if to open in standard or full screen and allow running on startup. 

Installing the client software and configuring it is quick and easy. More information can be found in the 

Valerus Thick Client-Solution manual. 

Fixes in this Version 

Mixed Channel Audio Export 

When exporting a mixed channel (video + audio), the export contained a duplicate of the audio file. The 

stand-alone player filtered the duplicate when used; this is now corrected so the duplicate is not created. 

Recording Retention Update 

Updated the recording retention mechanism so it will remove files older than the defined retention, where 

before it only prevented access to them. This is done to better comply with a regulation asking to purge 

video older than a defined date. This change also corrects certain issues reported with the former 

retention mechanism, causing the drive to fill up over the defined capacity. 
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ViconNet Gateway Updating 

When using the ViconNet Gateway, it will now update Valerus when new cameras have been added to 

the group used in ViconNet for connection. This allows additions to be made to the cameras bridged from 

ViconNet using the Gateway without having to remove the Gateway. 

Cameras that are removed from the group in ViconNet DO NOT get removed from Valerus and need to 

be switched off from recording and made non-visible. 

Move Camera Failure 

Found certain cases where moving a camera between NVRs (using the Move option) failed. This is now 

working properly. 

Dashboard Bandwidth Graph 

Corrected a problem causing some dashboards to stop updating the NVR bandwidth graph. 

Preset Name in Rule 

When creating a Rule that calls a PTZ camera preset, the preset name would not show in the dropdown 

list after saving it. This was a UI bug in the rules form and is corrected. 

Masking Alignment 

The mask calculations were adjusted to overcome a misalignment between the Configuration screen 

where the mask is created and how it is seen in the Monitoring screen. 

Support Camera Model Change 

In case a camera model changes (may happen with firmware upgrades), Valerus will now notify and 

allow to accept the change instead of just showing a mismatch error. This works in the same way a MAC 

change is handled and is meant to bring the change to the administrator’s attention but allow it to be 

accepted. 

Expired User in AD 

When using Valerus with Active Directory and the user’s password has expired, Valerus would hang on 

log in. Added a message to the user with instructions to check password settings. 

All-In-One Restore 

Corrected the process when performing a Restore on an all-in-one Valerus server that would cause an 

NVR mismatch. The restore process was updated to ensure all files are properly used. 

Maps via Internet Gateway 

Fixed a permission issue that prevented a user from creating maps in the system when connecting 

through an Internet Gateway. 
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Active Directory Passwords 

When using Active Directory, certain passwords (reported sometimes when using special characters in 

the password but not limited to that) would fail to work. This has been handled better in this version. 

Double Click Playback Tile Goes Live 

When a certain video tile was showing playback video and the user double clicked it to go full screen, it 

switched back to live mode and required relaunching playback. This was corrected. 

Multi-Sensor Camera Events 

An issue seen with Axis multi-sensor cameras, where motion events would not always be received from 

all sensors, was corrected. Added code was introduced to handle out of order reporting seen with this 

camera and potentially can be seen in others. 

Resource Creation Using Active Directory 

When Valerus is connected to Active Directory, maps and other resources could not be saved. This is now 

changed and users with Admin rights can create resources, while other users will get a message telling 

them they need to have Admin rights (instead of no message). 

Keypad Service Logging 

Added FIFO logging to the Keypad/PLC service intended to prevent log files from growing to 

uncontrollable sizes and affecting the Keypad/PLC performance. 

Playback of Offline Cameras 

When opening the timeline for an offline camera and clicking on it to start playback, it sometimes 

required a few clicks for the playback to start. This is now working as expected. 

Known Issues 

Stretched Snapshot Thumbnail 

Occasionally, when creating a snapshot from live or playback feeds, the thumbnail shown on the player is 

stretched (vertically or horizontally). This issue is only affecting the thumbnail and the actual saved 

snapshot file is created correctly. 

Full Screen Forces Live  

If tiles are displaying video in playback mode and Valerus is switched to full screen using the full screen 

button, the tiles will be forced into live mode. 

Presets with 360 Camera 

When using the dewarp option with fisheye cameras, the presets in Valerus only work if the selected 

display mode is the same for all presets (full or quad, etc.). Trying to mix display modes will fail. 
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Views with Presets 

When creating a view, if a camera is shown more than once (in different tiles) it will only be possible to 

use the same preset for all tiles. This applies to PTZ and 360 cameras that have presets. Allowing 

different presets for 360 cameras will be supported in a future version. 

Snapshot Action in Audit Log 

When taking a snapshot from the video played in event search, the audit log will only show the action 

(snapshot taken) but not the camera name. This works correctly when taking snapshots from Monitoring. 

Potential Mask Shift 

When setting a mask in Valerus, returning to the masking page and making changes may cause the mask 

to slightly shift. A message was added in the screen requesting the user to verify the mask position after 

making changes. 

Digital Input Configuration 

Configuration of digital inputs is only possible for users in the Admin or Supervisor group and not when 

using users in other groups who will not see the digital inputs listed. The functionality is not hurt for 

other users, only the configuration. 

ADAM Device Relay Name 

Renaming of the ADAM units does not get saved properly and should be avoided at this time. This will be 

fixed in the next version. 

Playback Behavior in Events Query 

In the Events Search query form, if there is no video at the time searched, the Player opens at the 

closest available recording and does not display a message that there is no video at the requested time. 

This will be enhanced in the next version. 

No Audio for Removed Channel 

An audio channel that has been removed (deleted) from Valerus and is still seen as a “removed channel” 

cannot be played back. 

Quick Config False Error 

When running Quick Configuration, a message stating “camera communication lost” is sometimes shown 

although the camera has been added and working well. 

Samsung Cameras Issue 

When adding a Samsung camera and performing factory default on it, the camera sometimes will start 

showing two video resources instead of one. To resolve this, the camera needs to be removed from 

Valerus, reset to factory defaults and then added back. 

In addition, motion detection from certain Samsung/Hanwa cameras is not picked up by Valerus 

(different event topic in ONVIF). Topic will be updated in a future version. 



Vicon Release Notes 

15 
Written by Guy Arazi 
 

UI Scaling Issue 

The Valerus UI is optimized for full HD screen resolution (1920x1080). If Valerus is opened on a screen 

set for resolution 1280x1024, scroll bars are shown and the full screen button can’t be reached. The 

current workaround is to set that browser to 75% zoom. This sets the UI but does not harm the video 

display. 

Green Video V9360W 

The older model V9360W cameras show green flashing on the video when exporting video from 

recordings made in a 1080P resolution. A workaround is to lower the stream to 720P. 

Old ONVIF Camera Support 

The old model cameras that have not updated their ONVIF version sometimes show ongoing disconnects 

and recording gaps in Valerus. A workaround is to remove these and add them back as generic RTSP 

devices (requires ANY camera license). 

This includes the older Vicon V960 and older V980 series cameras. 

Remote NVR Upgrades  

In systems that include remote NVRs over a slower connection (Internet and similar), performing a 

remote upgrade on those NVRs may fail. In such cases, upgrading the NVRs will need to be done locally 

on the unit. This will be corrected in a future version.  

Playback via Gateway 

In rare cases where recording on ViconNet has very large gaps (days), it may not playback correctly in 

Valerus via the Valerus-ViconNet Gateway. The video can still be played back in ViconNet. This issue will 

be corrected in the next release. 

Camera Credentials Error 

In some cameras, adding them to the system with the wrong credentials will result in a message “Device 

Error” instead of “Unauthorized.” This occurs when cameras do not reply correctly. 

V960 Series Camera Time 

Adding V960 series cameras to Valerus requires that their time is set (not the 2007 default) or the 

addition will fail. 

Digital Input on V960 Series Cameras 

The digital input from these cameras is not seen by Valerus. 

Sync Playback from Valerus and Gateway 

When playing back cameras from both the Valerus-ViconNet Gateway and directly connected cameras, 

the sync of playback will work only on lower speeds (X2, X4). 
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Web Page Refresh 

On rare occasions where the web page did not properly show changes, a refresh is needed (refresh 

button or F5). Such a refresh may be needed after making changes to view to allow them to show on the 

Resources list, when adding an Internet Gateway and also when setting up IPV6 to apply the filter. 

IQeye Cameras Alternate Stream 

When using IQeye cameras, it is required to disable their multicast stream to allow Valerus to pull an 

alternate stream from the camera in case of NVR failure. 

Switching Tabs during Museum Search 

Occasionally, while running a Museum Search, if the user switches to another tab and then comes back 

to the search, there will be no results shown. It is recommended to allow the search to complete before 

switching tabs. 

Thumbnail Image  

In Thumbnail and Museum Search, an image sometimes does not get loaded properly and will show a 

black tile. The search can be rerun at that time. 

Statistics Latest Recording Time 

In case of Event recording, latest recording time will always show EVENT instead of the actual latest 

recording time. 

Video Stream Display 

Rarely, on camera switches, the video in that tile will stop and will require a page refresh to recover. 

Audio Time Line 

When dragging a microphone, the audio window will sometimes open without the time line at the 

bottom. Closing and reopening will fix it. 

Video and Audio Sync 

Live and playback of video and audio together will not be completely synchronized.  

Behavior on Playback Loss  

When playing back video, if the source for playback (NVR) disconnects, the video freezes. In the future 

we will display a message for “playback loss.” 

Behavior on License Error 

When attempting to log in during a license error (expiration or other), a user without configuration 

authorization will just see a spinning circle. A user with configuration authorization must log in to get to 

the license settings and correct it. In future versions we will add appropriate messages. 
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Video in 1FPS 

If video is viewed at 1 frame per second, it will have a noticeable delay. 

Specific Event Handling 

Cameras that send an ON message for an event but do not send an OFF message will not properly 

generate alarms.  

Using Network Drives 

Valerus will not yet recognize drives that are mapped from the network through Windows mapped drive 

(NAS), only those shown as local drives (including RAID or iSCSI drives). 

Multi-Monitor on Log In 

When logging in and asking to restore the last state, the View tabs for the other monitors sometimes 

opens in the main monitor and needs to be moved over again. 

Availability  

The Valerus 20R2 software is released to production. 


